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GENERAL INSTALLATION INSTRUCTIONS 

 
TYPE AF/ASF INTERNAL SERVICE FLOAT CONTROL 

 
Mounting 
 

 The TYPE AF or ASF is threaded into a flange.  The unit will ship in two pieces.  

The hex body and flange will ship in the same box, but will need to be attached to each 

other.  The body will have Teflon tape applied to the threads.  The body must be turned into 

the flange so that the rod on the body moves on a line that is in between two bolt holes.  

Also note the direction that the body must be turned into the flange.  After attaching the 

two pieces, the float should be located on the side of the flange with the raised face.  The 

control can then be mounted to a companion flange. The bolt holes of the companion flange 

must be oriented so that they are an equal distance on either side of the vertical or 

horizontal centerline.   When mounting the control to the vessel, the ½” NPT inlets on the 

condulet are on a horizontal plane. The float must move up or down in a vertical plane. 

Electrical connections are made through the ½” NPT hole on the side of the hex body. It 

may also be noted that the switch has a dimple on the side of the canister, which must mate 

with the indexing slot on the top of the well. 

 

Differential 
  

 Using a 6” float rod, the AF & ASF controls have an adjustable differential range of 

1 ½” to 6”. The differential is adjusted by moving the differential adjustment bracket either 

up or down. To move it up will give it less differential. To obtain more differentials, the 

bracket is moved down. Only the low-level point will change. The high-level point will be 

approximately ½” above the horizontal level of the control. After adjusting the bracket, 

secure the adjusting screw. For a differential greater than 6”, the float rod needs to be 

longer. By adding 1” to the length of the rod, approximately 1/8” can be added to the 

differential. 
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